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SCC-C6407(P)
320X power zoom, WDR, D/N SmartDomeTM Camera

�x32 optical zoom with x10 digital zoom
�High-speed PAN/TILT (Max. 400�/sec)
�1/4" Ex-view CCD
�Horizontal resolution (480 TV Lines)
�DSP(Digital Signal Processing)
�WDR Function �Day/Night Function
�External synchronization with line-lock
�Motion detection function with alarm output
�On-screen menus (multi-language) �Inner rotor BLDC motor
�Minimum scene illumination (color : 0.05Lux, sense up X160)
�Mosaic privacy zone

Model SCC-C6407N SCC-C6407P

Dimensions (unit : mm)

This product employs a 32x built-in optical lens and 10x digital zoom to
offer up to 320x zoom and can correctly catch an object from long distance
range via the Auto Focus function. Its Digital Signal Processor (DSP) system
represents clear and high-quality images of objects in either bright or dark
settings. It can observe objects clearly in dark conditions by realizing high
sensitivity, which allows observation under minimum illumination of 0.05Lux
(Sense Up x160).

A 32X zoom, WDR, D/N SmartDomeTM

camera that performs beyond 
your expectations

Camera Type Color Color
Device CCD

Image Size 1/4 inch
Pixels Total / Effetive 811 X 508 / 768 X 494 795 X596 / 752 X 582
System Interlace

Horizontal Frequency
Internal Mode 15,734Hz 15,625Hz

Scanning Line-lock Mode 15,750Hz 15,625Hz

Vertical Frequency
Internal Mode 59,94Hz 50Hz
Line-lock Mode 60Hz 50Hz

Min. Scene Color 0.2Lux (x4), 0.05Lux (x160)
Illumination B/W 0.07Lux (x4), 0.002 (x160)

Manual Pan 0.1�~180�/sec (64 Step)

Speed
Preset Pan 400�/sec (max)
Manual Tilt 0.1�~90�/sec (64 Step)
Preset Tilt 200�/sec (max)

PAN/TILT
Range

Panning 360�(Endless)
Tilting 0�~180�

Number of Auto PAN 4 EA
Number of Preset 128 EA
Number of Pattern 3 EA
Number of Privacy Zone 12 EA
Day/Night On/Off/Auto
Motion Detection Off/On
Wide Dynamic Range Off/On
D-Zoom Off/x2/x4/x6/x8/x10

Functions
High Speed Shutter Off, 1/100(SCC-C6407P:1/120), 1/250, 1/500, 1/1000, 1/2000, 1/4000, 1/10K
Sens Up Off / x2 / x4 / x6 / x8 / x12 / x16 / x20 / x40 / x80 / x160
BLC Off / Bottom / Top / Left / Right / Center / User
AGC Off/Low/High
Line Lock Off/On
Camera ID Off/On
White Balance ATW-1/ATW-2/AWC/MANUAL

Resolution
Horizontal 480 TV Lines
Vertical 350 TV Lines

Video Output Level VBS 1.0Vp-p
S/N Ratio S/N Ratio 50dB

Focal Length 3.55 ~ 113mm
Zoom ratio 32X

Lens
Aperature Ratio F1.69(Wide), F4.17(Tele)

Viewing Angle
Tele 1�78'(H) x 1�34'(V)
Wide 41�5'(H) x 43�01'(V)

Auto focus Yes
Mount Type -

OSD
OSD Yes
Language 8 languages (English,French,German,Spanish,Japanese, Italian, Polish, Russian) 

Alarm
Input 8
Output 3

Remote Control RS485 Yes (Half/Full)
Environmental Operating Temperature -10�C ~ +50�C
Conditions Humidity Less than 90%

Power Requirement AC24V(60Hz)°± 10% AC24V(50Hz)°± 10%
Power Power Consumption 22W

LED Indicator Yes

Dimensions (WxHxD)
Net 159.6(� ) x 177(H)mm
Package 382x260x307mm

Physical 
Weight

Net 1900g
Specification Package 3700g

Loading Quantity 912/1824 (20/40ft)
Etc. Body Color Ivory

* "P" indicates PAL model & "N" or no specific letter after the model name indicates NTSC model.
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Easy & simple interface module 
The conventional camera setting was stored inside the casing of the camera and was difficult to
access for any camera adjustment. However, the new interface module feature (separate adaptor
from the camera body) of the SmartDome camera makes it possible to maintain the camera's initial
setting; no matter how many times the cameras are changed. The only thing that the users need to

do is simply remove the SmartDome
camera from the interface module and
then replace it with a new one.

Incomparable Max. preset pan speed of 400°/sec 
The old technology was based on a step motor and tended to result in
positioning errors when attempting to stop between the motor steps.
However the new technology uses a DC server motor with an 
inspection sensor which regulates the movement directly and results in
a more precise position setting. The movement can always be 
supervised and refined leading to higher precision and faster control.
The tilt speed is 200°/sec.

360° endless pan / 180° tilt 
The SmartDome camera supports 360° endless pan and
180° tilt. The 180° tilt feature actualizes the continuous 
surveillance of any subject from the front side and passes
right beneath the camera to the rear side.

Innovative 32X optical zoom!
This SmartDome camera supports the industry's most innovative 32X optical zoom
and 10X digital zoom, which provides an overall zoom capability of 320X zoom. It
can also catch an object with amazing clarity from long distance range via the Auto
Focus function. 

superior technologies for the best
surveillance environment320X power zoom, WDR, D/N

SmartDomeTM Camera

SCC-C6407(P)

32X optical Zoom

the industry’s most innovative features

Noise Reduction 
Noise reduction eliminates the noise in video images to 
produce clear pictures.

RS 485, RS 422 remote control 
This unit provides a remote control interface for
RS-485 (Full-duplex/Half-duplex)/RS-422 and
can organize up to 128 cameras in a single 
system with Samsung's exclusive controllers
(SSC-1000 and SSC-2000).

Normal Noise reduction

Position of
a subject

An Image is
on the monitor

Mosaic privacy zone (Max.12 areas)
This unit's mosaic privacy feature provides more intelligent ways to keep things from exposure. While
the conventional privacy setting was made with an opaque square box, the SmartDome camera's 

privacy mask can be made with 4 dots
and can form any type of polygonal 
privacy mask zone. The mosaic feature
even makes image look naturally obscure
so that the overall picture comes with a
more refined finish and thus is easy to
watch. 

Mosaic privacy zoneConventional privacy zone

Separate from camera 1  Completed!!Insert into camera 2

Day/Night function 
The Day/Night Function allows the camera to achieve high performance even in low light conditions.
The SCC-C6407(P) achieves Min. scene illumination of 0.2 Lux(x4) in color mode and 0.07 Lux(x4)  in
B/W mode, which makes it possible to 
recognize subjects even under the worst light
conditions. This unit automatically switches from
color mode to B/W mode according to the light
condition to ensure the best picture quality and
thus allows consistent surveillance under any
light conditions.

Outstanding Wide Dynamic Range! (X128) 
Conventional cameras poorly processed the illumination difference between indoors and outdoors.
The WDR function is a technology that makes the monitoring possible even inside a building when an
illumination difference between the inside and the outside exists. This unit operates a dual-speed
shutter both under high and low 
i l lumination, real iz ing the dist inct 
monitoring even in the case of an 
enormous illumination difference. The
WDR offers a more advanced function
than BLC and the level can be adjusted
via a simple key operation.

Day Night

128x Wide Dynamic Range

SSC-2000

CAM1 CAM2 CAM3 CAM4 CAM253 CAM254 CAM255 CAM256

Preset 1 Preset 23 Preset 35 Preset 49

Preset 68 Preset 85 Preset 101 Preset 128

360�endless Pan
400�/sec

180�Tilt
200�/sec* Pan accuracy of this unit is 0.1(error does not accumulate even with a long operation time)

Interface module

Preset function (Max.128 positions)
The SmartDome camera allows users to preset 128 areas for automatic surveillance. Dwelling, pan,
and tilt time can also be controlled by the user. After simply setting the areas requiring surveillance,
the camera will automatically patrol the areas that users set at the precise interval.
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