USCutter/

LaserpPoint



Contents

WWEICOIMIE ...ttt 3
LASEIPOINT PAITS.......o.coiiiiiiice ettt 4
FTONE VIBW......ooiii ettt 4
RIGNT SIAE VIBW. ...ttt n s 4
LETE STAE VIBW. ...ttt 5
BACK VIBW........oooviiee ettt 5
CONLIOI PANEL......cooii et 6
CONLIOl PANEI OVEIVIEW..........ooiiiicie e 6
JOG IMOUE........ce ettt 8
Pressure SEtiNG MO ...t 9
TESEIMIOUE........oe bbb 10
REPEAL IMIOUE........o.ooeee ettt et ettt 11
CULtING SPEEU IMOUE...........ooiiiiee et 12
XIY Axis Scale Compensation MOGES...........c.oooeieiceeceeeee e 13
SEUING UP oottt ettt et s sttt en st 14
Selecting a Location fOr YOUTr CULLEE ..ot 14
UNPACKING ..ottt 14
INStalling the PeN CarTiage...........coocuieceeeeeeeeeeeeeeeeeeeeee et 15
INStalliNG @ NEW BIALE...........coooeeeeeeeee e 17
Replacing @ WOrN BIAAER..............coiiiiieeee et 18
Connecting the LaserPoint to @ COMPULEY............c.oooiuiieceeeceeeeeeeee e 19
INstall SIGNBIAZEr SOtWALE...........c.coceeeeceeeeeeeee et 20
Preparing the LaserPoint for CULIING ... 20
Step BY StEP INSIIUCTIONS. ... 24
StaArting SIGNBIAZET ..o s 24
Making a Simple Cut in SIGNBIAZEL............ccccoooiiiieecee e 26
IMIPOTEING. ...ttt 29
Cutting From an IMpPOrted.FEil............co.oiviiiieicec s 31
Converting a Raster Image to VECIOLIMAGE. ..o 31



CONOUN CULLING. ..ottt 34
SPECITICALIONS ...ttt 46
TrOUDBIESNOOTING ..ottt a7



Welcome

Thank you fehoosing the LaserPoint cutter from USQwdteaserPoint is an exciting
advancement in the world of vinyl cutting. It allows theerfeemtontour cutting and other
advanced cutting functions that were previgagablent entry level machlimes manual is
here to help provide a starting point in the learning process of the LasetBweinykutter or
cutting in general. Please rerataughlgind follow the steps carefully to help insure a troub
free experience wythur new machirieyou have agyestions along the way, we have provid
a few locations to go to get those questions answered. You can post on the USCultter fc
forum.uscutter.com, submit a request for support on the support site at support.uscutter
call catomer serviced@54813555 We hope you enjoy your experience with the LaserPoil
and the USCutter family



LaserPoint Parts

Before you start cutting, you should familiarize yourself vighabie paitisr amrai functions:

Front View

Left Emergency “Kill” Switck

Carriage Arm
Control Panel

Left Pinch Roller

1

Right Pinch Roller

Right Emergency “Kill” Switch

Control Panel

Carriage Arm

Left/Right Pinch Rollgy(

Left/ Right

Emer

Used to provide input directly to the cutter. Cover
det ai | I n tdage)éectOmal this noaht

Holds the Blafte Pe@arriage. Also houses the las
used for contour cutting.

Holds the vingdr other cuttable rtigdt) to the feed
roller below.

Used to automatically stop the machine from cultti
avoid damage) when improper cutting parameter:
or in the eventsidftware errors.

Right Side View

SN

Serial Cable Connection

USB Cable Connection

Serial Cable Connecti Used to connect a se
cable from the cutter

a computer.

USB Cable Connectio Used to connect a U:!
cable from the cutter

a computer.

Only either the Serial cable or USB cable st

connect the cutter to a chlopBiah



Left Side View

]

Power Cable Connection

Power Cable
Connection

Power Switch

Used to connect th
cutter to a wall outl
or surge protector

Turns the power of
the cutteon(l) or
off().

Back View

Pinch Roller Release Lever

\

Pinch Roller Rele: Pinch Rollers can be reléaskdr to be moved from side to side or to all
easily fed below Hygpnessing down on the Release Levers. Pinch rolle
be adjusted so thra ipositioned on each side of th€orinyther mettid)e

cut and should only be lowered onto an area of the feed roller below {

Lever(s)

tractior(the rough area).



Control Panel

Control Panel Overview

Target Button ~ ®/

USCutter/ Display Screen

N\ . /On Line Button

Made Button
- / Pause Button

[ ;gf\\ %
L‘ 5 /}7-— Directional Buttons
/

) (o
Up/Down Buttons< > Plus/Minus Buttons

Display Screen
Test Button
On Line Button
Mode Button

Pause Button

Shows the current Mode/Status of the Cutter

Cuts a test square

Toggles betwe@nLindOff Line modes

Cycles through the different adjustment ntioelesitdér; Jog, Pressure
setting, Test mode, Repeat mode, Cut Speed setting, X Axis scale ¢
Y Axis Scale compensation

Pauses cutting

Directional Buttons (Only In Jog Mbtim)es Blade Position/Rollers

Target Button

Up/Down Butto

(Onlyn Jog MoBe&)sets origination point of Blade/Rollers to the currer
settings
ns (Only In Jog Mbtieles the Blade in and out of the fully Down Cutting

Plus/Minus Buttons Adjusts the settings throughout the different Modes



First, to be able to use/adjust .any of

When you first turn on the cutter you wi
a short startup process followed by this
oL o USCutter/

dISp|$§ LASERPOINT

On Line.

Press th Button to enter QffineMode taccess the Off Line functions

You will now see

USCutter/

LASERPOINT

Y+0.00

X+0.00 I

This is Jog mode, the first indkiailabl@®ff Line modes

Jog mode, as well as the other modes will be described in detail on the following pages

From here, you can now pre::lmjtton to cycle through modes

t



Jog Mode

JogMode is used to position the vinyl and cutting blade. You can us
button to reset the origin of the next cuntadiee You can also malke a
cut to witness the current speed and pressure settings or check the
while in the down cutting position. Make swieethestting the blade
position it is clear of tebfecher e
cutter.

Test Button Cuts a small rectangle with the current spee
pressure settingiseful in determining the prog
pressure/speed settings.to be used

On Line Button Returns the cutter to its origin locatisatants
to oOn Lined status

Mode Button Cycles through the 7 Off Line modes

Pause Button (has no function in this mode)

Directional Buttons Changes the vinyl/cutting blade locations

Target Button Sets the current vinyl/cutting blade locdtien

new origin. The origin will be the starting pos
the vinyl/cutting blade on the next cutting job
sent to the cutter

Up/Down Buttons The Down Button will lower the cutting blade
the down cutting positi®his can help you
determiaif the pressure setting needs to be ¢
before cutting

If the blade is left in the down cutting positior
progress of the pressure setting can be seen
the pressure setting in the Pressure Setting |

The Up Button will return the cutting bléade to
regular position

Plus/Minus Buttons (has no function in this mode)

USCutter/

LASERPOINT

X+0.00
Y+0.00
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