
Natural Fuse instalazioa

Website:: www.naturalfuse.org

LED INDICATOR

ethernet router

9V appliance

ethernet cable

power adaptor

2 bottles of water
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fill 2 bottles of water and put the black tubes into them.

plug your 9v appliance into the Natural Fuse

connect ethernet cable to your router (pre-configured to work with DHCP network)

plug the power adapter into the mains
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On each unit, there is a power-activation switch, which can be adjusted depending on 
how much you need the energy. There are 3 modes, OFF, SELFLESS and SELFISH. 

“OFF” mode

n “OFF” mode, the system uses minimal 
energy, turns itself on once every hour. 
No energy flows to the appliance 
connected to the unit.

As a result, the overall CO2 absorbed in the 
whole system gradually increases, and the 
plants in this unit are cared for by the 
system. OFF units help reduce the overall 
carbon footprint of the network.
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“SELFLESS” mode

In “SELFLESS” mode, the unit gives 
power to the appliance at a rate that 
ensures CO2 emission and capturing in 
the entire Natural Fuse system remain in 
equilibrium.

As a result, the owner might be able to 
turn on a lamp for 10 mins a day, 
depending on status of the whole system 
and consumption rate of the appliance.
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“SELFISH” mode

In “SELFISH” mode, the unit gives as 
much power to appliance as it needs.

As a result, the owner can use the 
appliance as normal but it might cause 
the whole CO2 absorbed in the system to 
decrease or even lead to total systematic 
breakdown. 

- in normal conditions, the LED will pulse once every 5 seconds

- when the unit is communicating with the server, the LED will be long & steady

- if there is no light at all, it can mean that either there is no power connected or that the plant has 
already been killed because of a circuit overload! Check out the website to find out who was 
selfish...

The Natural Fuse website 
"http://www.naturalfuse.org" is the place 
to find out about the network's status 
and also individual Natural Fuse units: a 
social networking site for plants and their 
owners.

Here you can find out who has been 
"selfish" or "selfless", who has killed 
whose plants and you can also 
download the complete research report 
and instruction manual.  

CAUTION: ONCE YOU ACTIVATE "SELFISH" MODE, IT WILL LAST AT LEAST 
2 MINUTES. IF THERE IS NOT ENOUGH CAPACITY IN THE NETWORK, THE 
SYSTEM WILL TRIP THE FUSE OF ONE UNIT IN THE SYSTEM. EACH NATURAL 
FUSE UNIT HAS 3 CHANCES - AFTER THAT THE UNIT'S PLANTS WILL BE 
KILLED BY VINEGAR INJECTION AND REMOVED FROM THE SYSTEM!


