Installing a Rotating Display.

Firstly, install the rods using the system outlined below.

· Measure the distance between the rod supports on either end of the rotating display.  This will be the distance that the 6mm suspension rods will need to be fitted at.  This is crucial to within 1mm.  Be accurate.

· Having marked out the floor positions, use a plumb bob to find the location on the ceiling directly over these points.

· Unscrew the fixing plate from the ceiling fixing (small end) and securely fix to your mark on the ceiling.

· Do the same to the floor with the fixing plate from the rod tensioner.

· Attach the cover plate to the ceiling fixing and screw in a rod.

· Depending on how high the ceiling is, keep adding rods until you have less than one rods length left.  You may be able to use the 500R to finish off.

· Cut the last rod so that it is 5mm below the level of the floor.

· Turning the rod upside down and sitting the shoulder from the threaded end onto the upper lip of the floor fixing can achieve this.

· Cut the rod at the point where the hanging rod passes the upside down rod.

· Sit the cut rod into the floor fixing and slide on the brass collar, the spring and the tensioner cover,  then screw the rod into the hanging rod.

· Tighten the collar flush with the top edge of the floor fixing.

· Screw the outer body of the tensioner onto the floor fixing. 

· You should feel the tension starting to be taken up just before the tensioner is screwed fully down.

           Remember, the rod is only as strong as your ceiling fixing.

· Next offer up the top profile of the rotating display.  This is the heavier of the 2 and has the controls on one end cap.  There are sockets on the front face for the lights, turn these to be at the front.
· Having removed the 4 screws from the fixings, locate the profile between the rods and tighten with the screws.  Make sure the profile is both level and at the height that will allow you to add the blades and the bottom profile.
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· The blades can be attached using the mushroom shaped screw and cap.  Hang the blades from the profile.

· Offer up the lower profile in the same way as the upper profile.

· Attach the bottom of the blades accordingly.

· Level the lower profile, allowing the blade supports to be about halfway out of the profile.  These are designed to float allowing expansion and contraction of the blade depending on temperature.

· Now its time to add the transformer.  If possible hide this above a suspended ceiling connecting the low voltage ends to the rods with the RC15 supports provided.

                                                               [image: image2.jpg]



· Turn on the power and there should be a small red dot in between the 2 numbers on the digital display.  This signifies that the power is on.

· The lights are a push fit into the sockets in the front of the profile.  Push them in once you have added the lamps.  Remember to press the small wings to remove them from the sockets.

· The button with the picture of the light will allow you to turn the lights on and off.

· The button with the arrow will start the display rotating.  Press the + or – to extend or shorten the length of time the unit stops for.  The speed that the unit turns at is preset.

